Performance Charts
Stationair T206H

Takeoff Distance
ISA, Flaps 20 Degrees, No Wind, Paved Level Runway, Max. Wt., 50 ft. Obstacle.

Performance Charts
Stationair T206H

Range
ISA, No Wind, Rec. Lean Mixture, Max. Wt., 88 Gallons Usable Fuel.

Endurance
ISA, No Wind, Rec. Lean Mixture, Max. Wt., 88 Gallons Usable Fuel.

Range / Payload
ISA, 65% Pwr., 139 KTAS, 16.7 GPH, 2.6 Gal. Start /Taxi, Rec. Lean, S.L. Departure to 8,000 ft., Pax - 175 Lbs., IFR Reserve, Distance Includes Climb and Cruise.

Performance Charts
Stationair T206H

Stall Speeds
Power Off, Most Forward C.G., Max. Wt., Full Flaps.

<table>
<thead>
<tr>
<th>Bank Angle (degrees)</th>
<th>KCAS</th>
<th>KIAS</th>
</tr>
</thead>
<tbody>
<tr>
<td>0</td>
<td>57</td>
<td>47</td>
</tr>
<tr>
<td>30</td>
<td>61</td>
<td>51</td>
</tr>
<tr>
<td>45</td>
<td>68</td>
<td>56</td>
</tr>
<tr>
<td>60</td>
<td>81</td>
<td>66</td>
</tr>
</tbody>
</table>

Useful Load Breakdown
Useful Load 1308 Lbs., 88 Gallons Usable Fuel

- 528 Lbs. Fuel
- 780 Lbs. Payload (Max. Fuel)

Turbo Stationair Speed Performance
ISA, Maximum Speed @ 17,000 ft. / Cruise 75% Power @20,000 Ft.

- **Cruise Speed**: 164 Knots
- **Max Speed**: 178 Knots